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TECHNOLOGIES





	ABOUT YOUR COMPANY

	COMPANY NAME
	

	COMPANY ADDRESS
	

	YOUR NAME
	

	E-MAIL ADDRESS
	

	PHONE NUMBER
	

	INQUIRY DETAILS

	HOUSING TYPE (NPT fitting, Conflat flange, AMSE or DIN flange, SAE, Straight-threaded fitting or a totally custom housing)
	

	HOUSING SIZE (NPT, SAE, or M-threaded – specify the nominal thread size. A flange – specify nominal pipe size)
	

	HOUSING SEALING METHOD (How will the sight window or the viewport be sealed to your assembly? This can be a Teflon tape for NPT threads, an elastomer O-ring for SAE fittings, copper gasket for Conflat knife edge, a spiral wound gasket for ASME flanges, C-seals, O-rings in a dovetail vacuum groove, or other)
	

	CLEAR APERTURE SIZE REQUIRED (inches or millimeters)
	

	MAXIMUM WINDOW ASSEMBLY SIZE (specify "not-to-exceed" maximum overall dimensions of the finished sight window)
	

	WINDOW MATERIAL
	

	OPTICAL CLARITY REQUIRED (i.e. indicator only, inspection, low resolution, imaging, precision laser measuring, etc. Surface finish and flatness of the glass (crystalline window), for example: 60-40 S-D)
	

	WAVELENGTH TRANSMISSION REQUIRED (nm, microns)
	

	QUANTITY
	

	SIGHT GLASS APPLICATION

	MINIMUM OPERATING (not peak) PRESSURE
	

	MAXIMUM OPERATING (not peak) PRESSURE
	

	MINIMUM OPERATING TEMPERATURE
	

	MAXIMUM OPERATING (not peak) TEMPERATURE (maximum temp is reading at sight glass location, not temp inside chamber)
	

	INTERNAL OR EXTERNAL PRESSURE  USE
	

	SIGHT WINDOW APPLICATION (describe the apparatus which will use the sight window. For example "a chamber in a semiconductor fab", "a plasma chamber", "pharmaceutical reactor", "oil &amp; gas", etc.)
	

	CHEMICAL EXPOSURE (type of gas, liquid, etc.)
	

	SPECIAL TESTING REQUIREMENTS
	

	ADDITIONAL INFORMATION
	


SIGHT GLASS INQUIRY FORM
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